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Abstract. An experimental observation of the structuring of a granular suspension under the progress of a
gas/liquid meniscus in a narrow tube is reported here. The granular material is moved and compactiﬁes as a
growing accumulation front. The frictional interaction with the conﬁning walls increases until the pore capillary
entry pressure is reached. The gas then penetrates the clogged granular packing and a further accumulation front
is formed at the far side of the plug. This cyclic process continues until the gas/liquid interface reaches the tube’s
outlet, leaving a trail of plugs in the tube. Such 1D pattern formation belongs to a larger family of patterning
dynamics observed in 2D Hele-Shaw geometry. The cylindrical geometry considered here provides an ideal
case for a theoretical modelling for forced granular matter oscillating between a long frictional phase and a
sudden viscous ﬂuidization.
1 Introduction
Transport of oil, water and sand in sub-sea pipelines [1],
of blood cells suspended in plasma [2, 3] give two extreme
examples of the broad range of situations featuring the
multiphase transport of granular material in conﬁned
geometries. Pneumatic transport oﬀers a well established
ﬁeld for the transport of granular particles immersed in
a single phase [4]. Such a two phase system shows a
broad range of ﬂow regimes depending on the ﬁlling
fraction and ﬂow rate. Plug ﬂow, ﬂuidized ﬂow, bubbly
ﬂow, turbulent ﬂuidization, cluster ﬂow, annular ﬂow
and suspended ﬂow gives the variety of ﬂow regimes in
vertical pneumatic conveying [5]. Such observed ﬂow
regimes involve the competing eﬀects of viscosity and
friction [6–8], respectively destabilizing and stabilizing
the granular phase.
The case of dense granular suspension has recently
been actively studied as it features complex rheological
behaviour such as shear thinning, shear thickening, yield
stress and shear banding [9–12]. The frictional interaction
and contact time between granular particle and the viscous
interaction with the carrying ﬂuid are the two factors
determining the behaviour of dense suspensions. The
geometrical conﬁnement is then another key factor as it
produces extra frictional forces on the granular ﬂow. The
frictional interaction with boundaries induces contacts
network spanning over a large part of the system.
In multiphase ﬂows, the existence of one or several
meniscii introduce capillary forces as a third factor. Con-
sequently such ﬂows provide a rich source of instabilities
e-mail: guillaume.dumazer@fys.uio.no
and pattern formation processes [13–15].
To simplify the geometrical complexity, we observed
the progress of a gas/liquid meniscus along a tube ﬁlled
with sedimented granular mixture of liquid and glass
beads [16]. The conﬁnement chosen is approaching a
one-dimensional geometry. We are reporting here the
response of a conﬁned granular material under capillary
bulldozing.
2 Materials and Methods
A long horizontal tube of size L = 1.0 m with constant
diameter D = 2 mm is ﬁlled with a sedimented mix-
ture of liquid and glass beads, with reduced ﬁlling frac-
tion ϕ = φ0/φc, deﬁned as the ratio between the volume
fraction φ0 of grains in the grain-water mixture, and the
random close packing φc. Glass beads are sieved to con-
trol the polydispersity. The tube is pumped at constant
withdrawing rate I0 and the pressure at the tube’s outlet is
recorded, see Fig. 1 (a). The tube’s diameter is chosen
to not exceed the capillary length of the liquid used, en-
suring that the meniscus ﬁlls the tube’s aperture, without
spreading along the tube, see Fig. 1 (b). The inner sur-
face of the tube were treated with a silanization solution
to achieve an hydrophobic coating ensuring a contact an-
gle ≥ 90o between the meniscus and the conﬁning walls.
The experiment is imaged against an LED screen. At the
early stages of the withdrawing, the meniscus progresses
along the tube, perturbs the sedimented granular material,
see Fig. 1 (b), and forms a growing accumulation front,
see Fig. 1 (c). At slow withdrawing rates the capillary
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Figure 1. (a) Schematic view of the experimental setup. The
sedimented glass beads and liquid mixture is withdrawn by a sy-
ringe pump at constant withdrawing rate I0, withdrawing pres-
sure is recorded at the tube’s outlet. (b) (left) initial cross-section
schematics, and (right) zoom over the meniscus just after the
withdrawing starts. (c) accumulation front after start of with-
drawal. (d) series of pictures showing the accumulation front
progress, and the trail of plugs left behind, time develops down-
wards.
bulldozing leads to the intermittent splitting of the grow-
ing accumulation front, and a series of granular plugs are
left in the tube, see Fig. 1 (d).
3 Plus Formation
The formation of a single plug is imaged after correcting
the variations of illumination by subtracting a blank image
of the screen, see Fig. 2 (a). Images are then thresholded
to clearly distinguish the glass beads from the background.
The number of glass beads’ pixels are counted as a func-
tion of tube’s axis x. Repeating this operation for every
image recorded during the experiment we get a dimension-
less signal s(x, t) with 0 value for no glass beads, 1 value
for a fully ﬁlled tube’s cross-section, s0 value for unper-
turbed sedimented glass beads. By mapping s(x, t) with a
colorscale on a spatio-temporal diagram with time devel-
oping downwards, and tube’s axis horizontally, we get a
useful visualization of a single plug formation, see Fig. 2
(b). The formation of a single plug can be decomposed
into 4 steps: (i) driven by the syringe pump the menis-
cus progresses against the sedimented grains which slowly
compactiﬁes into a growing accumulation front (t1, t2).
The frictional interaction between the granular material
and the conﬁning wall increases. The Janssen’s descrip-
tion of stress in conﬁned granular material [14, 17, 18]
suggests here an exponential increase of the pressure with
the accumulation front length P ≈ σ0(ϕ, μ,D) exp (L/λ).
In this description a slice of compacted granular material
is considered. The radial stress σrr normal to the cylindri-
cal conﬁning walls is assumed to be proportional to the
longitudinal stress σxx, σrr = Kσxx with the Janssen’s
coeﬃcient K. The frictional length λ = D/(4μK) is de-
rived from the force balance over the slice of granular
material. (ii) the pressure imposed by the syringe pump
reaches the pore pressure of the compacted granular ma-
terial, Ppore = 4γ/dpore with the surface tension γ, allow-
ing the meniscus to bend into interstitial pores of diameter
dpore. Air quickly percolates through the compacted glass
beads and the liquid is pushed away towards the tube’s
outlet (t3, t4). The rapid liquid ﬂow can be considered as
a Darcy ﬂow. The viscous forces acting on the compacted
grains counteract the frictional interactions, which even-
tually leads to destabilize the still-immersed packing, and
to split the drained glass beads which forms a plug (t4).
(iii) the elastic energy stored in the system during the slow
compaction phase is released and the accumulation front
rapidly grows (t4, t5) before settling down as the next slow
compaction phase starts (t5, t6). This cycling process is
repeated until the meniscus reaches the tube’s outlet. The
intermittent nature of the plugs formation can be seen from
the spatio-temporal diagram obtained over a larger fraction
of the tube, see Fig. 3 left for the smallest withdrawing
rates.
4 Flow Regimes
The formation of plugs corresponds to an instability result-
ing from the competition between frictional and viscous
forces. At low withdrawing rates the granular material set-
tles easily and frictional forces can be established among
granular particles as well as with the conﬁning walls. In-
creasing the withdrawing rate corresponds to increasing
the viscous forces in the system. Viscous drag on parti-
cles prevent frictional interactions to be established and
the granular packing gets ﬂuidized more easily. We ob-
served the various behaviours of the conﬁned glass beads
for larger values of withdrawing rates I0 ∈ [0.01, 30]
mL.min−1, and reported in Fig. 3 the corresponding
spatio-temporal diagrams obtained. As the withdrawing
rate is lower than ≈ 0.3 mL.min−1 the frictional forces are
large enough to form the pattern of granular plugs sep-
arated by gaps. Larger withdrawing rate, I0 ∈ [0.3, 3]
mL.min−1 weakens frictional interactions. The accumula-
tion front is getting larger as stronger ﬂuidizations occur,
and fewer plugs are formed. Another ﬂow regime is ob-
tained for large ﬂow rate I0 ≤ 3 mL.min−1. The viscous
forces dominates and prevent any frictional interactions
between grains. Glass beads get suspended and no plugs
are left in the tube. These three distinct regimes are de-
noted respectively the frictional, transitional and viscous
ﬂow regimes.
5 Phase Diagram
The size of the glass beads inﬂuences the balance between
friction and visosity. Small glass beads get easily sus-
pended whereas large glass beads are more stable under
viscous ﬂow. The viscous drag of a ﬂow through a porous
media is indeed proportional to its permeability. A bed
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Figure 2. Focus over one plug formation obtained for I0 = 0.01 mL.min−1, ﬁlling fraction ϕ = 0.5, beads size d = [75 − 100]
μm illustrated by (a) images and (b) spatio-temporal diagram. (c) pressure measured at the tube’s outlet in mmH2O during the plug
formation.
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Figure 3. (left column) spatio-temoral diagrams obtained with withdrawing rate increase in the range [0.01 − 30] mL.min−1. The
reduced units correspond here to a fraction of the total withdrawing time τ required to empty the tube of size L at withdrawing rate I0.
The same ﬁlling fraction ϕ = 0.5 and beads size d = [75, 100] μm is used for all observations. Note that at the lowest withdrawing
rate I0 = 0.01 mL.min−1, the total withdrawing time τ exeeds the recording time so a smaller fraction of the total spatiotemporal
diagram is shown. (right column) corresponding images of the ﬁnal states obtained. Frictional, transitional and viscous ﬂow regimes
are distinguished by the dashed lines according to the qualitative diﬀerences in the observations.
of granular particles has a permeability increasing as the
particles size decreases, as suggested by the the theoret-
ical Carman-Kozeny relationship. So glass beads were
sieved into 5 size ranges [53−75], [75−100], [100−150],
[150 − 200], and [200 − 300] μm. A systematic explo-
ration of the three ﬂow regimes described above has been
conducted for every size ranges. Figure 4 gives a phase di-
agram summarizing the observations with squared beads
size horizontally, and imposed ﬂow rate vertically. Obser-
vations corresponding to frictional, transitional, or viscous
ﬂow regime are pointed respectively with disks, open cir-
cles, and solid squares.
6 Conclusion
We observed the self structuring of a conﬁned granular
material and liquid mixture under capillary stress. A
gas/liquid meniscus driven along a narrow tube by a
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Figure 4. Phase diagram featuring the various ﬂow regimes
obtained when varying the withdrawing rate I0 ∈ [0.01, 30]
mL.min−1, and the bead sizes d ∈ [53 − 75], [75 − 100],
[100−150], [150−200], and [200−300] μm obtained after siev-
ing. Disks, circles and squares represent respectively frictional,
transitional and viscous ﬂow regime. Spatio-temporal diagrams
observed in ﬁg 3 are indicated. Dashed lines are used for ﬂow
regime demarcations.
syringe pump bulldozes sedimented glass beads and
forms regular granular plugs spaced with empty gaps, or
suspends and evacuates the granular material from the
tube. Three ﬂow regimes are put in evidence as deter-
mined by the imposed ﬂow rate as well as the granular
particles sizes. The simpliﬁed quasi one-dimensional
setup presented here provides a useful tool to interprete
the complex behaviour of conﬁned granular material in
2D Hele-Shaw cells under capillary stress [13–15].
The complexity of the patterns observed in conﬁned fric-
tional ﬂuid derives from a mixture of capillary, frictional
and viscous interactions. Our setup is constraining the
frictional ﬂuid by reducing one degree of freedom in
comparison to regular Hele-Shaw cells. A subsequent
structuring is still occurring as the conﬁnement preserves
the internal ﬂuid self-structuring.
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